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Warning

This document has been released on the date shown on the cover page. The National Mine

Action Standards (NMAS) of Lebanon are subject to regular review and update, so users are

advised to consult the most recent version. To ensure that you have access to the current

version, contact the Lebanon Mine Action Center (LMAC) through the www.lebmac.org

website or by sending an email to info@lebmac.org.

Copyright Notice

This is a national document generated and owned by Lebanon. It must not be copied or

altered without the written consent of the LMAC.

Tel: +961 5 956143,
Fax: +961 5 956192
Email: info@lebmac.org

The LMAC gratefully acknowledges UNDP support during the preparation of this NMAS.

© LMAC 2023 – All Rights Reserved.
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Foreword

As detailed in the National Mine Action Policy of 2007, the Lebanon Mine Action Center

(LMAC) has the responsibility to execute and coordinate the Lebanon Mine Action Program

(LMAP) on behalf of the Lebanon Mine Action Authority (LMAA), including the development

and amendment of standards. Such standards shall be developed in a participatory

approach that shall involve international, governmental, and nongovernmental

organizations.

The NMAS shall be reviewed as needed to reflect amendments in the IMAS as well as

incorporate changes to international obligations and local requirements. Such revisions shall

be regularly made available on the LMAC’s website www.lebmac.org or can be obtained

through contacting the LMAC via the email info@lebmac.org.

The National Mine Action Standards (NMAS) of Lebanon were first developed in the form of

Technical Standards and Guidelines (TSG). These TSG were edited into the first edition of the

Lebanon NMAS in 2010 and were written to comply with the International Mine Action

Standards (IMAS) at that time. The IMAS are constantly under review and subject to

revision. The desire to remain compliant with the revised IMAS led to an update of the

NMAS in 2020. Since then, further IMAS revisions have led to the NMAS being reviewed and

revised again in 2023.

http://www.lebmac.org/
mailto:info@lebmac.org
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Introduction

Mechanically assisted demining is used during land release operations in Lebanon. When

appropriately integrated into the demining process, the use of mechanical assets can

significantly reduce the time spent on tasks. To achieve this without a reduction in safety for

the people of Lebanon and without damaging the environment unnecessarily, the use of

mechanical assets during the Land Release process is strictly controlled.

Respecting the principle of continuous assessment embedded in any Quality Management

system, the performance of machines in terms of reliable output is subject to continuous

assessment and, when necessary, improvements are made to ensure that the assets are

always being used safely and appropriately.

In Lebanon, mechanically assisted demining is primarily used for the removal of vegetation

and for the preparation of ground in order to accelerate manual or Mine Detection Dog

(MDD) search and Clearance operations. Appropriate mechanical assets are used as tools to

help rapidly determine the extent of a suspected hazardous area (SHA) during Technical

Survey and to help in ‘area reduction’ after parts of a SHA have been cleared. Other kinds of

mechanical asset are used to sift ground, excavate ground and to move obstructions during

demining tasks.

Any mechanical asset that is used to process ground inside a hazardous area is followed by

appropriate search and clearance procedures to ensure that no EO hazards are left behind.

Machines designed to detonate pressure activated mines rarely achieve this reliably outside

test areas and are not even intended to detonate other munitions that may be present. So,

whenever explosive hazards are anticipated, follow-up search shall always be necessary

before land can be confidently declared searched to a minimum depth and ‘cleared’ of EO

hazards within that depth, so released for the people to safely use.
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Mechanically assisted Land Release

1. Scope

This NMAS provides standard principles and guidance for the implementation of

mechanically assisted Land Release operations in Lebanon. It shall apply to all implementing

agencies (IAs) that intend to conduct mechanically assisted demining.

2. References

A list of normative and informative references is provided in Annex A.

Normative references provide cross-referencing to other standards referred to in this

NMAS, and which form an integral part of the provisions of this standard.

Informative references provide a list of documents that may be consulted for a clearer

understanding of this standard.

3. Key terms and definitions

The following terms and definitions are used in this NMAS:

• High Threat Hazardous Area (HTHA): an area with a confirmed presence of an EO

contamination hazard. A HTHA may be called a ‘High Risk Hazardous Area’. All NTHA

are ‘Confirmed Hazardous Areas’ (CHA).

• Low Threat Hazardous Area (LTHA): an area of land suspected to contain explosive

hazards and requiring non-technical survey (NTS) or technical survey (TS). An LTHA is a

Suspected Hazardous Area (SHA).

• Mechanically Assisted Demining: the use of appropriate mechanical equipment to

complement other procedures in humanitarian mine action operations, such as manual

or MDD search and clearance, by preparing the areas for them.

• Minefield Area (MFA): a defined area containing mines as well as the specified area

surrounding the mine rows within a military laid pattern minefield. A MFA may also be

a specified area around non-military laid pattern minefields.

In addition to the above terms, NMAS 04.10 provides a glossary of terms and definitions

used across all standards.

As in the IMAS, the terms 'shall', 'should' and 'may' are used across all standards to indicate

the required degree of compliance. For any organization working in Lebanon, the use of

'shall' indicates a compulsory requirement. The term 'should' indicates the national

preference which may be varied with LMAC approval. The term 'may' indicates a suggestion

that is not obligatory.
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4. General principles of mechanical demining operations

The general principle of operations adopted in Lebanon when clearing recorded military laid

patterned minefields permits the use of approved mechanical assets to assist in area

reduction outside the cleared mine rows and to prepare access routes to the minefield

perimeter, which is usually marked with visible minefield fences. The mine rows inside the

minefields shall always be searched and Cleared manually.

Following the manual mine row clearance, including an approved fade-out distance,

mechanical assets may be used to process the peripheral areas outside the minefield fence

but no area processed only by a mechanical asset shall be recorded as ‘cleared’.

Mechanical flails and rotary tiller assets shall never be used as the only search and Clearance

tool in any SHA or CHA. Mechanical assets shall always be followed by systematically applied

manual or MDD search and Clearance before the area processed can be declared ‘Cleared’.

Mechanical demining that causes avoidable damage to the environment or risks damaging

cultural/heritage sites shall not occur. See NMAS 10.70 Protection of the Environment.

5. Systems approach to mechanical demining

Mechanical demining is conducted in Lebanon using a systems approach in which a

combination of machines, tools, and procedures are deployed throughout the demining

process.

The parameters for each mechanical system will vary, but in general, each system must:

• be safe for the system operator and be adaptable in order to cater to the specific EO

hazards present and specific ground conditions;

• have an internal organizational structure enabling the system to integrate fully with

other demining search and Clearance assets; and

• be designed and structured in such a way that its use accelerates land release in a

safe, efficient and cost effective manner.

The development and employment of mechanical assets must take into account the

following factors:

• the specific EO threat;

• the need to make the asset simple to use;

• the maintainability and sustainability of the asset in the area of operations;

• the asset’s ability to be driven over public roads, or transported easily to the

worksite;

• the asset’s adaptability in differing terrain conditions;

• the availability of detailed and accredited SOPs;

• any training requirements necessary .
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6. Limitations

Mechanical flails and rotary tillers shall not be used as a demining tool in any minefield

where an EO/mine pattern is anticipated. Manual clearance of mine rows may be followed

by mechanical and MDD assets to assist in area reduction of the surrounding area when

their use is approved.

Due to an apparent increased risk, mechanical flails or rotary tillers should not be used to

process the ground in areas suspected of containing randomly placed mines that may

include the Israeli No.4 or the GYATA 64 anti-personnel mines.

Evidence around the world has shown that demining machines cannot reliably detonate all

EO hazards present even when they are all pressure activated mines. When the anticipated

hazards include EO other than mines, such as DPICM sub-munitions, the mechanical asset

could be severely damaged if it did detonate the hazards. When any SHA or CHA is being

cleared as part of humanitarian mine action and so falls under the LMAC’s jurisdiction, the

standards of Clearance required in NMAS 09.10 Clearance Requirements shall be

maintained.

A proven search and Clearance procedure shall follow any mechanical ground processing

conducted in any place that has any evidence of the presence of EO. The proven search and

Clearance procedure may be applied over parts of the area in Technical Survey or may be

applied over the entire area in full search and Clearance. For liability reasons, no land that is

only processed by a machine shall ever be recorded as ‘cleared’.

Mechanical assets such as an excavator and sifter may be used to assist the search of

contaminated earth spoil and rubbish piles but the sifted spoil/rubbish shall be searched

manually after the machine. Even if the sifter does separate all intact EO targets effectively,

the secondary search will check for fuzes or EO parts that have passed through the sifter.

Manual or MDD search and clearance assets can be used for this purpose.

7. Mechanical asset test and evaluation

Mechanical asset test and evaluations are made to assess the limitations of any mechanical

asset before it is approved for operational deployment in Lebanon.

The base machine and each of attached tools that will be used in Lebanon must be tested.

The combination of base machine and tool is called an ‘asset’. Any variation to the tested

tools or its base machine shall mean that the test needs to be repeated.

Test and evaluation of any mechanical asset will begin with LMAC making an unbiased

assessment of its ability to conduct the work expected of it in a manner that is safe for the

end-users of any land where it will work, and also safe for those who will use the asset.

What is safe for the end-users depends on what the LMAC considers to be a ‘tolerable risk’

and this restricts what any demining machine can be used to do in Lebanon. The safety of
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the machine operator is an employer’s responsibility and the IA shall ensure that the

mechanical asset and the SOPs for its use will ensure that any risk to the operator is one

they find ‘tolerable’. The armoring of a machine should be based on an assessment of the

probability of detonating any anticipated EO hazards during work.

If a mechanical asset appears able to conduct the work required of it safely, the LMAC

should then require the IA to conduct a performance test in the conditions where the asset

will be required to work.

To ensure a tolerable risk to the end users of land that the LMAC releases after NTS, TS and

search and Clearance by HMA IAs, no mechanical asset will be used as the sole tool for land

release. This means that a mechanical tool’s ability to process ground to a reliable depth is

not critical to its acceptance.

The LMAC requires the following to be included in the test and evaluation of any mechanical

demining asset before it can be deployed in Lebanon:

• An agreed test that is designed to determine the mechanical asset’s abilities AND its

limitations in a realistic context.

• LMAC desk approval of mechanical SOPs detailing the mechanical asset procedures,

safety precautions, and the planned way to integrate the asset’s work into the IA’s

other search and Clearance procedures.

A written evaluation report shall be produced giving all data relevant to the mechanical

asset’s planned uses.

When the test is of a mechanical asset that will be used to process the ground, it should

include a controlled field test at a representative worksite. After the mechanical asset has

processed the ground, there must be 100% follow-up manual search and Clearance to

provide reliable data about the asset’s limitations.

The following operational statistical data should be gathered when the machine’s tool is

designed to engage the ground:

• Speed of operation when working;

• mechanical mobility in different terrain and soil types;

• mines and EO uncovered at varied depths;

• mines or EO, or parts thereof, moved more than a meter from their place of origin;

• depth of processing in different terrain and soil types, variations of processing depth

shall be accurately recorded; and

• command, control and communications procedures.

The conclusions of the test and evaluation shall be related to the IA’s planned use of the

mechanical asset as detailed in its SOPs.
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All mechanical asset trial and evaluation results must be submitted to the LMAC Operations

Section to be evaluated during the accreditation process.

8. Mechanical work plan

Prior to any mechanical work being carried out, a mechanical work plan shall be prepared by

the IA as part of the task Clearance plan that is agreed with the LMAC. The mechanical work

plan shall be located on site for both internal and external QA evaluations. All mechanical

work plans should include the following:

• details of the defined area where mechanical asset will be used;

• details of the mechanical work to be completed;

• details of the Mechanical Demining Team (MDT) that will be deployed with the

mechanical asset; and

• full details of all follow up search and Clearance required.

Any amendments to an approved mechanical work plan should be submitted for prior

approval from the LMAC Operations Section before being implemented.

9. General safety precautions

The following safety precautions should be applied.

a) The anticipated EO in the worksite should be known before a mechanical asset is
deployed.

b) The minimum working distances or EO safety distances recorded in the task Clearance
plan should be observed at all times.

c) All worksites operating mechanical assets should have a designated machine Control
Point at a suitable distance from other worksite features.

d) Any damaged EO or EO parts that include a fuse component should be destroyed in-situ.
The only exception is when mechanical sifters are used.

e) The minimum safety distance from any working machine for persons not wearing
Personal Protective Equipment (PPE) or behind other protection should be 200 meters
whenever possible.

f) Operators of remotely controlled mechanical assets should maintain a safe distance
from the machine.

g) Each mechanically worked lane should have a substantial overlap.

h) Ground processing machines should ensure an overlap of all areas processed.

i) When processing the ground, the positions of any detonations or visible throw-outs of
possible EO shall be recorded.

j) All area marking that is moved or damaged by the mechanical asset shall be replaced as
soon as the machine is withdrawn.
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k) Additional marked shall be placed to prevent people moving into a mechanically
processed area when necessary.

l) When a machine is used to raise end-user confidence in an area where there is no
evidence of there being any EO hazards, the ground processing depth should be
sufficient to give the end-users confidence. The area processed shall not be recorded as
having been ‘cleared’.

m) Appropriate access routes should be established for all mechanical demining tasks. The
width of the routes should be at least 1.5 times the width of the machine.

All other safety precautions detailed in IA’s Mechanical SOPs and this NMAS should also be

observed.

9.1 Minimum working distances when using machines

Some mechanical assets are designed to detonate hazards, others to locate and expose

them. When an asset is designed to detonate hazards, safety distances shall apply. When a

machine is not intended to detonate hazards and tests confirm that this is unlikely to

happen, working distances used during manual Clearance methods may be applied. For the

distinction between safety distances and working distances, see NMAS 10.20 Demining

Worksite Safety. Working distances to be applied during the use of mechanical assets at

each task should be included n the Clearance plan and agreed by the LMAC before work is

conducted.

When operating mechanical assets, the minimum distance between the machine and the

general public shall be controlled by the IA to ensure safety. Whenever working in a

hazardous area, that distance should be the largest of the safety distances for the

demolition of the anticipated EO that may be present whenever that is practicable.

When a mechanical asset with rapidly rotating parts (such as chains and hammers) is used,

there is a risk that chains and/or hammers may separate and fly considerable distances.

When using machines of this kind, the appropriate working or safety distances should be in

force before the rotating tool is brought up to its operating speed.

When the machine is controlled by an on-board operator, the machine should provide

adequately armored protection. The operator’s cabin should be protected against collapse if

the machine should roll and the operator’s seat should include a secure seatbelt attachment

that must be used whenever the machine is inside a hazardous area.

When the machine is remotely controlled, the operator shall wear PPE and maintain the

greatest possible distance from the machine that is compatible with controlling it safely. An

armored shelter should be provided whenever necessary to ensure the operator’s safety.

The IA shall detail the minimum working distances they will apply in the mechanical SOPs

that they submit for approval to the LMAC.
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9.2 Vehicle EO checks

When conducting any mechanical operation that involves processing the ground or striking

the ground surface, the following requirements apply.

A designated EO inspection area which should be situated at least 100 meters from the

machine Control Point. This area should be searched and Cleared using other assets when

required.

Whenever the mechanical asset leaves the working area on completion of ground engaging

operations, the asset shall move to the EO inspection area and be checked and cleared of all

EO or parts of EO by an appropriately trained deminer wearing full PPE.

When the machine has an on-board operator, the operator should drive the vehicle into the

EO inspection area and shut down the engine, remaining inside the cab until the machine

has been inspected and the ‘all clear’ signal has been given.

When the machine is remotely controlled, the vehicle should be driven into the designated

EO inspection area and the engine switched off. The machine should then be inspected by a

suitably trained deminer wearing full PPE before any other person approaches.

The machine should only be brought closer to the Control Point after the EO inspection has

shown it to be ‘clear’ of explosive hazards.

In the event of an explosive hazard being located within the working parts of the machine,

the deminer should inform the mechanical operator. Only a suitably trained and

experienced EOD operator shall be permitted to deal with the discovered hazard.

9.3 Machine recovery procedures

The machine recovery procedures detailed in the machine’s LMAC approved SOPs should be

practiced on a monthly basis, or more frequently, for each individual mechanical asset.

These exercises should be logged in the Work Diary of the Mechanical Demining Team

(MDT) and in the machine’s log.

Practicing machine recovery should be conducted at the start of the worksite set up or on a

monthly basis.

A damaged or unserviceable demining machine should be approached over routes that are

searched and Cleared using reliable assets. All MDTs should have at least one support

deminer available included to expedite its safe recovery.

If another machine is to be used as a towing recovery vehicle, its operator should be

adequately protected against the EO hazards anticipated in the area. Generally, the

recovery vehicle should remain outside the hazardous area whenever possible.
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9.4 Casualty evacuation (CASEVAC) drills

Mechanical demining operations shall not be conducted unless there is a qualified medic

and ambulance at the worksite or within 5 minutes of the worksite. Medical support may be

shared with other demining worksites operating nearby when approved.

In the event of injury to persons other than the operator, the machine shall stop work and

return to a designated safe area.

In the event of an accident causing the operator to become a casualty, the asset specific

accident CASEVAC procedures described in the IA’s LMAC approved SOPs should be

conducted.

The CASEVAC associated with an accident during the use of a mechanical asset should be

practiced at least once a month. A CASEVAC exercise should also be practiced whenever

there are changes to staff within the Mechanical Demining Team.

10. Mechanical assets in Lebanon

Various mechanical assets have been used within Lebanon. This section explains how those

assets have been used. These details are provided to assist IAs who may be planning to

deploy the same or similar mechanical assets.

10.1 Mechanical flails and tilling machines

Flails and tillers may be remotely controlled or have a suitably protected on-board operator.

When applying for accreditation, the precise flailing or tilling attachment that will be used

must be specified. The machine and its attachments shall be tested and evaluated before it

is accredited for use.

The uses below apply to flails or tillers:

• Area preparation

• Area reduction

• Vegetation cutting

• Confidence building

10.1.1 Area preparation

When ground conditions are suitable, appropriately armored flails and tillers may be used to

process access lanes through a worksite, removing the vegetation and disturbing the ground

surface. Each access lane must then be cleared using approved manual search and

Clearance procedures after the mechanical asset has finished. Mechanical preparation can

make the process of making access lanes considerably faster but consideration should be

given to the environmental consequences of any ground processing conducted.
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If any detonations occur during the ground processing, the machine shall be withdrawn and

the access lane leading to the detonation shall be searched and Cleared manually. Knowing

the position of the EO that detonated will be helpful to both TS and area search and

Clearance operations. Access lanes prepared by the machine shall be searched using manual

demining assets able to reliably search to appropriate depths before being marked and

used.

10.1.2 Area reduction

On suitable ground, flails and tillers can be used to assist area reduction. If the task is a

suspected AP minefield, the machine may be used to help reduce the area during TS or after

mine rows have been searched and Cleared manually, but the machine shall never be used

to deliberately try to detonate the mines.

After the mine rows have been searched and Cleared with an appropriate fade out, the

machine may be used to help provide confidence that there are no EO hazards in the rest of

the area so that it can be ‘reduced’. An agreed percentage of any area flailed or tilled as part

of area reduction should be BAC searched and if any evidence of EO is found, at least a ten

meter radius around the discovery shall be searched and Cleared using manual demining

assets.

If the machine has disturbed the ground, MDD assets shall not be used for follow-up search

until a suitable time has elapsed. See NMAS 09.40 Guide for the use of MDD.

An area processed by a flail or tilling machine without any evidence of EO being found and

without full search and Clearance procedures having been conducted over the entire area

may be recorded as ‘reduced’ but shall never be recorded as having been ‘cleared’ for

reasons of liability.

10.1.3 Vegetation cutting

Suitably armored flails may be used in hazardous areas to cut vegetation. They shall not be

used to do this is areas where it not possible to ensure that the ground is not contacted by

the flail.

When conducting vegetation cutting, the flail should have the flail hammers removed from

its chains and the chains reduced in length whenever this is necessary to ensure that the

chains do not touch the ground.

The mechanism controlling the rotation of the flail rotor should be geared to prevent over-

run during vegetation flailing.

10.1.4 Confidence building

Flails may be used in an area where NTS has determined that there is no evidence of the

presence of EO but the LA, landowner(s) or local community will not use the land because
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they believe it to be hazardous. Generally, tillers are so destructive of the ground surface

that they should not be used in this role.

When appropriate, a flail may be used to process the ground without achieving any reliable

processing depth as part of a community confidence building exercise. Any area processed

in this way may be recorded as ‘released’ or ‘cancelled’ by NTS but shall not be recorded as

‘cleared’.

10.1.5 Restrictions on the use of flails and tillers

The following constraints to the use of these machines apply:

• The machines shall not be used as the first demining asset deployed in areas where

rows of mines are anticipated.

• The machines shall not be used as a ground processing tool without full follow-up by

reliable search and Clearance assets in areas that will be released as ‘cleared’.

• The machines should not be used in areas where the EO anticipated could cause

them significant damage, including DPICM.

• The machines should not be used in known minefields where there are Israeli No. 4

APM or GYATA 64 APM.

• The machines shall not be used for the reliable QC of manual or MDD searched and

Cleared areas.

• The machines shall not be used in any area were its ground processing may

predictably cause irreparable damage to the environment.

• Only a qualified and experienced operator who has been accredited and licensed by

the LMAC shall operate the machines.

Subject to the LMAC’s approval on a case-by-case basis, the flails may be deployed in

vegetation removal mode to disrupt suspected IEDs when the IED is believed to have a small

explosive content.

When anticipated large EO is reliably known to be non-functional and/or unlikely to be

initiated using the machine, this shall be reflected in the task risk assessment and, when

appropriate, the LMAC may permit the use of the machine.

10.2 Armored excavators

Armored excavators are a mechanical asset with an on-board operator that may be used

with approved attachments for vegetation cutting or for the excavation of EO hazards from

bunds and previously bulldozed areas. The machines may also be used to help excavate

deeply buried EO hazards. The machines may be fitted with a flail attachment and used for

vegetation removal or ground processing. If a flail attachment is fitted the constraints under

10.1 above apply.
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The following restrictions apply to the use of excavators:

• Excavators shall be suitably armored to protect the operator from the anticipated EO

threats.

• The machine should be standing in a designated safe area when operating unless the

tool in use is an approved ground engaging attachment that has processed the

ground on which it stands.

• Excavators should not be driven over task areas unless the land transited has been

previously searched and Cleared.

• Only an operator accredited/ licensed by the LMAC shall operate the excavator.

• Excavators should not be deployed in areas where there is a threat of large booby

traps, IEDs or directional fragmentation mines. They shall not be used with any

ground engaging tool in areas where AT mines or other large EO are anticipated.

Excavators should not be used on land where the presence of DPICM sub-munitions is

suspected.

When anticipated large EO is reliably known to be non-functional and/or not liable to be

initiated using the machine, this shall be reflected in the task risk assessment and, when

appropriate, the LMAC may permit the use of the machine.

10.3 Bulldozers

Bulldozers may be used as a mechanical asset in the making of access routes outside any

designated SHA, CHA, LTHA or HTHA. They may also be used in the removal of debris and

large rocks from the worksite after the area has been cleared of EO hazards.

Armored bulldozers may be used in the removal of earth spoil containing AP mines in

conjunction with an excavator that is conducting sifting operations.

The following restrictions apply to the use of armored bulldozers:

• armored bulldozers should not be used in areas where AT mines, IEDs, directional

fragmentation mines, or large munitions are anticipated.

• armored bulldozers should not be driven over any part of SHA, or CHA that have not

been previously searched and Cleared. However, they may be driven into SHA or CHA

when using a ‘bucket’ to remove the ground surface for sifting or crushing operations.

In this case, the machine should remove the soil to the required clearance depth

before driving onto the area from which it has removed the ground; and

• only operators accredited/licensed by the LMAC shall operate the armored bulldozer.

Armored bulldozers should shall not be used on land where the presence of DPICM sub-

munitions is suspected.
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When anticipated large EO is reliably known to be non-functional and/or not liable to be

initiated using the machine, this shall be reflected in the task risk assessment and, when

appropriate, the LMAC may permit the use of the machine.

10.4 Mechanical sifters

Mechanical sifters are used to sift contaminated ground, separating larger objects. The use

of mechanical assets for this type of task can reduce the risk to manual deminers who are

required to search and clear areas where EO have been moved from their original position.

Some types of EO that have been moved by previous mechanical disturbance or by natural

forces may be more sensitive and so present a greater risk.

Mechanical sifting methods should only be used to process ground from areas where the

anticipated hazards are limited to AP blast mines. Mechanical sifting should not be used

when the material may contain DPICM sub-munitions, AT mines or large EO.

All mechanical sifting, whether by mechanical attachments or independent table sifts, shall

undergo an in-country test and evaluation before use. If successful, they shall be accredited

and licensed by the LMAC.

Whenever conducting mechanical sifting operations, the following factors shall be

considered.

• An assessment of the extent of the area to be sifted shall be conducted and

procedures implemented specific to each site. The exact requirements of any sifting

operation shall be stated in a written task Clearance plan submitted for the LMAC’s

approval.

• When incorporating manual or MDD assets into the sifting process, these assets shall

be fully conversant with all safety procedures associated with that machine.

• Mechanical assets conducting sifting operations should not travel over un-cleared

land that has not been excavated to the required clearance depth at the site.

Mechanical sifting should shall not be conducted on ground where the presence of DPICM

sub-munitions is suspected.

When anticipated hazards are reliably known to be non-functional and/or not liable to be

initiated using the machine, this shall be reflected in the task risk assessment and, when

appropriate, the LMAC may permit the use of the machine.

If a detonation occurs during any sifting operation, the machine should stop immediately

and the machine or sifting table should be inspected. If the machine or table is damaged,

then sifting operations shall stop until the damage is repaired.

If the machine or sifting table is not damaged, then the supervisor may continue operations.

All such detonations shall be recorded and the LMAC notified as required.
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10.5 Mechanical crushers

Mechanical crushers have been successfully used for the crushing of contaminated soil

collected from areas where only AP blast mines are anticipated. The following rules apply

for the use of mechanical crushers.

• Any mechanical crusher shall have detailed written SOPS that are approved by the

LMAC prior to use.

• Any mechanical crusher used in Lebanon should be capable of crushing contaminated

material down to a finished size of 38 mm or smaller, 38 mm being smaller than the

smallest known AP mine found in the country (US M14 AP mine).

• All crushers shall have sufficient armored protection to withstand blast and

fragmentation from AP blast mines.

• Ordnance over 60 mm in diameter should not be processed through any crusher

systems in Lebanon.

• Metallic encased AT mines shall not to be processed through any crusher system.

Unfuzed plastic cased AT mines may be crushed when approved by the LMAC.

• All crushed material shall be searched by a manual search and Clearance assets to

ensure full clearance.

• Only appropriately trained and experienced deminers shall be employed when

dealing with explosive hazards located during or after mechanical crushing

operations.

• Deminers searching crushed material shall wear PPE in compliance with NMAS 10.30,

PPE. The handling of all located EO hazards shall be kept to a minimum due to the

possible increased sensitivity of the hazards, and the use of remote handling devices

should be considered.

• Wherever possible, hazards and potential hazards should be moved by remote means

to a temporary demolition area to reduce the risk to manual deminers.

• Protective shields may be employed by deminers observing crushing operations as

long as these shields are approved and certified by the LMAC. If protective shields are

used, then working distances may be reduced.

Mechanical crushers should shall not be used on land where the presence of DPICM sub-

munitions is suspected.

When anticipated large EO is reliably known to be non-functional and/or not liable to be

initiated using the machine, this shall be reflected in the task risk assessment and, when

appropriate, the LMAC may permit the use of the machine.



NMAS 09.50
Edition 3.0

September 2023

14

11. Communications

All Mechanical Demining Teams (MDTs) shall have appropriate means of communication to

ensure that immediate communication between the Operator, team members and the Site

Supervisor is available in the event of an accident, intrusion into the machine’s operating

area, or other need.

Vehicle communications shall be such that the Operator is able to hear over the machine’s

operating noise.

All communications shall be tested at the Control Point before any machine moves into the

task area.

When ground processing machines raise significant dust and have an on-board operator, the

MDT shall include sufficient spotters to provide guidance to the operator who will be unable

to see obstructions and will require guidance.

12. Roles and responsibilities

12.1 The LMAC

The LMAC shall:

• operationally accredit demining machines in accordance with the requirements of

this NMAS;

• assess the IA’s mechanical demining SOPs and, when appropriate, approve their use;

• assess and accredit IA staff for the use of mechanically assisted demining operations;

• implement a Quality Management system to ensure the safe, effective, and efficient

use of machines in demining operations;

• agree and supervise a mechanical system test and evaluation to assess each

mechanical asset and its tools prior to deployment;

• ensure that the use of mechanical demining is only permitted after due attention to

environmental damage/degradation has been paid;

• assess and, when appropriate, approve mechanical working plans presented by IAs;

and

• monitor adherence to safety precautions and other provisions of this NMAS.

12.2 The Implementing Agencies (IAs)

The IAs shall:

• submit relevant mechanical demining SOPs to the LMAC for their approval before

deploying any machine;

• obtain accreditation from the LMAC for each demining machine to be used;
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• ensure that machine’s capabilities are re-tested after any changes to the ground

processing parts of the tool;

• obtain LMAC accreditation for staff conducting mechanical demining operations;

• submit appropriately detailed mechanical working plans for each task and obtain the

LMAC’s approval to implement them;

• conduct internal QA/QC to ensure the safe, effective, and efficient use of the

machines they use; and

• adhere to the provisions of this NMAS at all times.
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The documents listed below constitute normative references which form an integral part of

the provisions of this standard.

• NMAS 05.11 Communications;

• NMAS 07.11 Guide for Land release;

• NMAS 07.12 Guide for the Inspection of Cleared Land;

• NMAS 09.10 Clearance Requirements; and

• NMAS 10.70 Safety & Occupational Health, Protection of the Environment;

• NMAS 04.10 Glossary of Mine Action Terms, Definitions, & Abbreviations used in the

Third Edition of the NMAS.

In addition to the normative references listed above, the following informative references

may be consulted:

• Lebanon National Mine Action Policy.

LEBANON NATIONAL MINE ACTION STANDARDS Edition 3.0 NMAS 09.50

ANNEX A: Normative and Informative References

September 2023
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The NMAS are subject to a comprehensive or partial review by the Review Board

periodically. Changes in the context as well as safety requirements and efficiency

considerations may necessitate amendments to individual NMAS standards more

frequently. If this occurs, such amendments shall be given a number, dated, and detailed in

the table below. The amendment should also be indicated on the header under the NMAS

edition number.

Whenever the formal review of the NMAS is completed, a new edition shall be issued.

Amendments that have taken place before the review date shall be incorporated in the new

edition and the amendment record table cleared. Consequently, the recording of

amendments shall start again until the next review.

The most recent revisions of the NMAS shall be posted on the Lebanon Mine Action Center

(LMAC) website on www.lebmac.org.

Number Date Amendment Details

LEBANON NATIONAL MINE ACTION STANDARDS Edition 3.0 NMAS 09.50

NMAS 09.50, Edition 3.0: Amendment Record

September 2023

http://www.lebmac.org/

